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90 SERIES

Socket overview for 60 series relays
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SERIES
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Socket | Relay | Description Mounting Accessories
90.02 60.12 | Screw terminal (Box clamp) socket Panel or 35 mm rail - Coil indication and EMC
90.03 60.13 | Double A1 terminal (EN 60715) mount suppression modules
- Jumper link
- Timer modules
- Metal retaining clip
Module | Socket | Relay | Description Mounting Accessories
99.01 | 90.20 | 60.12 | Screw terminal (Box clamp) socket | Panel or 35 mm rail - Coil indication and EMC
90.21 60.13 (EN 60715) mount suppression modules
- Metal retaining clip
Module | Socket | Relay | Description Mounting Accessories
— 90.82.3 | 60.12 | Screw terminal (Box clamp) socket Panel or 35 mm rail - Metal retaining clip
— 90.83.3 | 60.13 (EN 60715) mount
Module | Socket | Relay | Description Mounting Accessories
— 90.22 | 60.12 | Screw terminal (Box clamp) socket | Panel or 35 mm rail - Metal retaining clip
— 90.23 60.13 (EN 60715) mount
Module | Socket | Relay | Description Mounting Accessories
— 90.26 | 60.12 | Screw terminal (Plate clamp) socket | Panel or 35 mm rail - Metal retaining clip
— 90.27 | 60.13 (EN 60715) mount
Module | Socket | Relay | Description Mounting Accessories
— 90.12 60.12 | Flange mount solder socket M3 screw fixing —
— 90.13 60.13
Module | Socket | Relay | Description Mounting Accessories
— 90.14 | 60.12 | PCB socket PCB —
— 90.14.1 | 60.12
— 90.15 | 60.13
— 90.15.1 | 60.13
Sheet of marker tags (CEMBRE Thermal transfer printers) for relay types 60.12 and 60.13, 060.48

plastic, 48 tags, 6 x 12 mm
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90 SERIES

Sockets and accessories for 60 series relays
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Screw terminal (Box clamp) socket 90.26 ‘ 90.26.0 90.27 ‘ 90.27.0
panel or 35 mm rail (EN 60715) mount Blue Black Blue Black
For relay type 60.12 60.13
Accessories
Metal retaining clip
(supplied with socket - packaging code SMA) 090.33
Technical data
Rated values 10A-250V
Dielectric strength 2 kv AC
Protection category 1P 20
Ambient temperature °C | -40...470
@ Screw torque Nm | 0.8
Wire strip length mm | 10
Max. wire size for 90.26 and 90.27 sockets solid wire stranded wire
mm? | 1x4/2x25 1x4/2x25
AWG | 1x12/2x14 1x12/2x14
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Flange mount solder socket mount with M3 screw 90.12 (black) 90.13 (black)
For relay type 60.12 60.13
Technical data

Rated values 10A-250V

Dielectric strength 2 kv AC

Ambient temperature °C | -40...470
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88 SERIES

Plug-in timers 8 A
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Screw terminal (Box clamp) socket 90.20 ‘ 90.20.0 ‘ 90.21 ‘ 90.21.0
panel or 35 mm rail (EN 60715) mount Blue Black Blue Black
For timer type 88.12,88.92 8802
Technical data
Rated values 10A-250V
Dielectric strength 2kV AC
Protection category IP 20
Ambient temperature °C | -40...+70
@ Screw torque Nm | 0.5
Wire strip length mm | 10
Max. wire size for 90.20 and 90.21 sockets solid wire stranded wire
mm? | 1x6/2x2.5 1x6/2x2.5
AWG 1x10/2x14 1x10/2x14
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90.20 90.21
Screw terminal (Box clamp) socket 90.26 ‘ 90.26.0 ‘ 90.27 ‘ 90.27.0
panel or 35 mm rail (EN 60715) mount Blue Black Blue Black
For timer type 88.12,88.92 8802
Technical data
Rated values 10A-250V
Dielectric strength 2kV AC
Protection category IP 20
Ambient temperature °C | -40...+70
@ Screw torque Nm | 0.8
Wire strip length mm | 10
Max. wire size for 90.26 and 90.27 sockets solid wire stranded wire

mm? | 1x4/2x25 1x4/2x25
AWG [ 1x12/2x14 1x12/2x14
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Sockets 8-11 pin backwired with solder terminals 90.12.4 (black) ‘ 90.13.4 (black)
For timer type 88.12,88.92 8802
Technical data
Rated values 10A-250V
Dielectric strength 2kV AC
Ambient temperature °C | -40...+70
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90.12.4

90.13.4

Please see general technical information
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General technical information

®
TABLE 2.3 @ cm us Certified sockets ratings

Socket type UL ratings CSA ratings Open Pollution Max System Conductors to be Wire size Terminal
Type degree Surr ding | Overvoltag used (AWG) tightening
Devices | (Installation Air Category (max torque
envir )| Temp peak Voltage
. lea)
90.02/03 10A-300V(60°C) 10A 300V 70°C
8A-300V(70°C) (max 20A Total Load)
90.14/15 10A 300V 10A 300V max20A TL
90.20/21/26/27 10A 300V 10A 250V
90.82.3 10A 300V 10A 300V 70°C 14-20 7.08 Ib.in.
stranded and solid | (0.8 Nm)
90.83.3 10A 300V 10A 300V 65 °C 14-20 7.08 lb.in.
stranded and solid | (0.8 Nm)
92.03 16A 300V 10A 250V 70°C 75°C Cuonly 10-24, 7.08 lb.in.
(max 20A Total Load) stranded or solid | (0.8 Nm)
92.13/33 16A 300V 10A 300V max20A TL
93.01/51 6A 300V 6A 250V 60°C 75°C Cuonly 14-24,
stranded or solid
93.02/52 2x10A 300V (60°C) | 2xT0A 300V (60°C) Yes 2 60 or 70°C 11(2.5kV) 75°C Cu only (CSA)
2x8A 300V (70°C) 2x8A 300V (70°C)
93.11 6A 300V 6A 300V 70°C
93.21 6A 300V / Yes 2 70°C
93.60/65/ 6A 300V (40°C) 6A 300V (40°C) 40 or 70°C 75°C Cuonly 14-24,
66/67/69 4A 300V (70°C) 4A 300V (70°C) stranded or solid
93.61/62/ 6A 300V (40°C) 6A 300V (40°C) 40 or 70°C 75°C Cu only 14-24, 443 |b.in.
63/64/68 4A 300V (70°C) 4A 300V (70°C) stranded or solid | (0.5Nm)
09368141 100mA 24V 100mA 24V 70°C
94.02/03/04 10A 300V 10A 250V 70°C 75°C Cuonly 10-24 stranded, | 4.43 Ib.in.
(max 20A Total Load) 12-24 solid (0.5 Nm)
94.12/13/14 10A 300V 10A 300V max20A TL
(4 pole: 5A 300V )
94.22/23/24 10A 300V 10A 250V
94.33/34 10A 300V 10A 300V max20A TL
(4 pole: 5A 300V)
94.54 10A 300V Yes 70°C Copper only 14-18-24
stranded and solid
94.62/64 10A 300V 10A 250V
94.72/73/74 10A 300V 10A 250V (94.74:
max 20A Total Load)
94.82 10A 300V 10A 250V
94.82.3/92.3 10A 300V Yes 70°C
94.84.3/94.3 10A 300V Yes 55°C
94.82.2 10A 300V Yes 50°C
94.84.2 7A300V Yes 50°C
94.P2/P3 10A 300V 10A 300V Yes 70°C 14-26
stranded and solid
94.P4 7A 300V 7A 300V Yes 70°C 14-26
stranded and solid
95.03/05 10A 300V 10A 250V 70°C 75°C Cuonly 10-24 stranded, | 4.43 Ib.in.
(max 20A Total Load) 12-24 solid (0.5 Nm)
95.13.2 12A 300V 10A 300V Yes 70 °C with
(max 20A Total Load) aminimum
distance of 5mm
95.15.2 10A 300V 10A 300V Yes 70 °C with
(max 20A Total Load) aminimum
distance of 5mm
95.55/55.3 10A 300V (40°C) 10A 300V (40 °C) Yes 40 or 70°C 14-24
8A 300V (70°C) 8A 300V (70 °C) stranded and solid
95.23 10A 300V 10A 250V
95.63/65 10A 300V 10A 250V
95.75 10A 300V 10A 250V
(max 20A TL)
95.83.3/85.3/ 12A 300V Yes 85°C 14-18, 7.08 lb.in.
93.3/95.3 stranded or solid | (0.8 Nm)
95.P3/P5 10A 300V 10A 300V Yes 70°C 14-26
stranded and solid
96.02/04 12A 300V (50°C) 12A 300V (50°C) Yes 50 or 70°C Il (4.0 kV) 60/75°C Cu only 10-14, 7.08 Ib.in.
10A 300V (70°C) 10A 300V (70°C) 75°C Cuonly (CSA) | stranded or solid | (0.8 Nm)
96.12/14 12A 300V 15A 250V
96.72 16A 300V 10A 250V
(max 20A Total Load)
96.74 15A 300V 10A 250V
(max 20A Total Load)
97.01 16A 300V (50°C) 16A 300V (50°C) Yes 50 or 70°C 75°C Cu only (CSA)
12A 300V (70°C) 12A 300V (70°C)
97.02 2x8A 300V 2x8A 300V Yes 70°C 75°C Cu only (CSA)
97.11 16A 300V (50°C) / Yes 50 0r70°C
12A 300V (70°C) with a
minimum
distance of 5mm
97.12 2x8A 300V / Yes 70 °C with
aminimum
distance of 5mm
97.51-97.513 15A 300V (40°C) 15A 300V (40 °C) Yes 40 or 70°C 14-24
(2-wires/per pole) 10A 300V (70 °C) stranded and solid
10A 300V (70°C)
97.52-97.52.3 10A 300V (40°C) 8A 300V Yes 70°C 14-24
8A 300V (70°C) stranded and solid
97.P1/P2 10A 300V 10A 300V Yes 70°C 14-26

stranded and solid
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